






PRESSURE DROP

A CONSTANT FLOW OF SOLUTIONS

Series: BIR
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OVERALL DIMENSIONS

FEMALE BSPP THREAD (DIN 3852)

A CONSTANT FLOW OF SOLUTIONS

Series: BIR

FEMALE NPT THREAD (ANSI B.1.20.3)

mm 19 19 32 26 47,1 64,8 20,8 22 11,8 Kg 0,031 0,095 BIR14 BSP 1/4 

Inch 0,75 0,75 1,26 1,02 1,85 2,55 0,82 0,87 0,46 lb 0,07 0,21 

mm 22 22 38 31 56,1 76,8 24 24 17,3 Kg 0,052 0,144 BIR38 BSP 3/8 

Inch 0,87 0,87 1,50 1,22 2,21 3,02 0,94 0,94 0,68 lb 0,11 0,32 

mm 27 27 44,5 38 63,3 86,3 29 30 20,5 Kg 0,084 0,245 BIR12 BSP 

 

1/2 

 Inch 1,06 1,06 1,75 1,50 2,49 3,40 1,14 1,18 0,81 lb 0,19 0,54 

mm 36 38 55 48 82,2 111,1 38,5 44 29,1 Kg 0,205 0,494 BIR34 BSP 

 

3/4 

 Inch 1,42 1,50 2,17 1,89 3,24 4,37 1,52 1,73 1,15 lb 0,45 1,09 

mm 41 45 63,1 54 97,1 127,3 44,8 52 34,3 Kg 0,275 0,760 BIR100 BSP 

 

1 

 Inch 1,61 1,77 2,48 2,13 3,82 5,01 1,76 2,05 1,35 lb 0,61 1,68 

mm 55 50 75 65 117,2 151,2 60 55,5 45 Kg 0,593 1,252 BIR114 BSP 

 

1-1/4 

 Inch 2,17 1,97 2,95 2,56 4,61 5,95 2,36 2,19 1,77 lb 1,31 2,76 

mm 60 60 85 80 135,3 171,3 65,5 65,5 55 Kg 0,880 2,130 BIR112 BSP 

 

1-1/2 

 Inch 2,36 2,36 3,35 3,15 5,33 6,74 2,58 2,58 2,17 lb 1,94 4,70 

mm 75 75 100 100 160,2 201,2 82,5 83,7 65 Kg 1,438 4,130 BIR200 BSP 2 

 Inch 2,95 2,95 3,94 3,94 6,31 7,92 3,25 3,30 2,56 lb 3,17 9,10 

mm 19 19 32 26 47,1 64,8 20,8 22 11,8 Kg 0,033 0,094 BIR14 NPT 

 

1/4 

 Inch 0,75 0,75 1,26 1,02 1,85 2,55 0,82 0,87 0,46 lb 0,07 0,21 

mm 22 22 38 31 56,1 76,8 24 24 17,3 Kg 0,053 0,145     BIR38 NPT 

 

3/8 

 Inch 0,87 0,87 1,50 1,22 2,21 3,02 0,94 0,94 0,68 lb 0,12 0,32 

mm 27 27 44,5 38 63,3 86,3 29 30 20,5 Kg 0,084 0,245 BIR12 NPT 

 

1/2 

 Inch 1,06 1,06 1,75 1,50 2,49 3,40 1,14 1,18 0,81 lb 0,19 0,54 

mm 36 38 55 48 82,2 111,1 38,5 44 29,1 Kg 0,210 0,502  BIR34 NPT 

 

3/4 

 Inch 1,42 1,50 2,17 1,89 3,24 4,37 1,52 1,73 1,15 lb 0,46 1,11 

mm 41 45 63,1 54 97,1 127,3 44,8 52 34,3 Kg 0,284 0,772 BIR100 NPT 

 

1 

 Inch 1,61 1,77 2,48 2,13 3,82 5,01 1,76 2,05 1,35 lb 0,63 1,70 

mm 55 50 75 65 117,2 151,2 60 55,5 45 Kg 0,615 1,244 BIR114 NPT 

 

1-1/4 

 Inch 2,17 1,97 2,95 2,56 4,61 5,95 2,36 2,19 1,77 lb 1,36 2,74 

mm 60 60 85 80 135,3 171,3 65,5 65,5 55 Kg 0,878 2,130 BIR112 NPT 

 

1-1/2 

 Inch 2,36 2,36 3,35 3,15 5,33 6,74 2,58 2,58 2,17 lb 1,94 4,70 

mm 75 75 100 100 160,2 201,2 82,5 83,7 65 Kg 1,440 4,130 BIR200 NPT 

 

2 

 Inch 2,95 2,95 3,94 3,94 6,31 7,92 3,25 3,30 2,56 lb 3,17 9,10 
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A CONSTANT FLOW OF SOLUTIONS

ACCESSORIES

PROTECTION CAPS FOR BIR, IR-V & IR SERIES

Protective caps are always recommended to protect the couplings from damage or dirt inclusion, and increase the 
product life. This is particularly important in mobile applications where contamination can enter the coupling and 
compromise the function.  The caps for BIR, IR-V and IR series are manufactured in PVC rubber and they are avail-
able in several colors.
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OVERALL DIMENSIONS PROTECTION CAPS FOR “BIR” SERIES

A CONSTANT FLOW OF SOLUTIONS

ACCESSORIES

PVC CAPS
- Available in following colors: Red, yellow, blue, black and green. 
- Temperature range: from -20 °C to +100 °C ( from -4 °F to +212 °F).

61

 

 

 

Description 

 

 

 

Coupling 

U
n

it
 

 

 

 

A 

 

 

 

B 

 

 

 

C 

 

 

 

D 

 

 

 

E 

 

 

 

F 

 

 

 

G 

 

 

 

H 

U
n

it
 

 

 

Weight 

mm 20 16 223 19,5 - - - - Kg 0,014 T.M.B. 1/4 

 

F-BIR14 

 Inch 0,79 0,63 8,78 0,77 - - - - lb 0,03 

mm - - - - 18 23 230 19,5 Kg 0,013 T.F.B. 1/4 

 

M-BIR14 

 Inch - - - - 0,71 0,91 9,06 0,77 lb 0,03 

mm 26 16 223 22,5 - - - - Kg 0,018 T.M.B. 3/8 

 

F-BIR38 

 Inch 1,02 0,63 8,78 0,89 - - - - lb 0,04 

mm - - - - 24 27 234 22,5 Kg 0,015 T.F.B. 3/8 

 

M-BIR38 

 Inch - - - - 0,94 1,06 9,21 0,89 lb 0,03 

mm 33 20 273 28 - - - - Kg 0,020 T.M. 1/2 

 

F-BIR12 

F-IR12 Inch 1,30 0,79 10,75 1,10 - - - - lb 0,04 

mm - - - - 29 32 239 28 Kg 0,022 T.F. 1/2 

 

M-BIR12 

M-IR12 Inch - - - - 1,14 1,26 9,41 1,10 lb 0,05 

mm 40 19 266 32 - - - - Kg 0,025 T.M.B. 3/4 

 

F-BIR34 

 Inch 1,57 0,75 10,47 1,26 - - - - lb 0,06 

mm - - - - 36 41 288 32 Kg 0,027 T.F.B. 3/4 

 

M-BIR34 

 Inch - - - - 1,42 1,61 11,34 1,26 lb 0,06 

mm 45 24 271 38 - - - - Kg 0,040 T.M.B. 1 

 

F-BIR100 

 Inch 1,77 0,94 10,67 1,50 - - - - lb 0,09 

mm - - - - 42 48 295 38 Kg 0,037 T.F.B. 1 

 

M-BIR100 

 Inch - - - - 1,65 1,89 11,61 1,50 lb 0,08 
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